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Introduction 
 
The first physical water treatment devices were 
magnets and they have been used for already one 
century. In general, physical water treatment 
devices (PWT devices) are able to promote crystal 
growth in the bulk of the water. Particles with a 
negative charge, positive and negative ions 
(dissolved minerals) will form crystals under 
influence of the physical agitation caused by the 
magnetic field. These crystals have no or not 
much surface charge and have therefore no 
tendency to adhere to pipe walls or other surfaces 
of water using equipment. The crystals leave the 
system; they go down the drain. In a circulation 
system like a cooling tower or central heating 
system they will stay suspended in the liquid and 
will do no harm. 
Once the phenomenon is understood one can see 
the drawbacks of a magnet.  

1. A magnet needs a sufficient velocity 
of the water to be effective. 

2. A magnet cannot be used for very 
large pipe sizes, as the magnetic field 
inside the pipe will be too weak. 

3. A magnet looses its strength with 
time. 

4. A magnet needs a filter up stream to 
collect particles, which may otherwise 
be attracted by the magnet. 

However, there are many reports where 
magnets did the job. I.e. preventing scale 
precipitation and removing old scale layers. 

 
The Scalewatcher product line is based on an 
alternating magnetic field, which induces an 
electric field in the water. This is the reason why 
this product performs very well with slow flowing 
water, and even stagnant water. Large pipe sizes 
are no problem as the magnetic field generated is 
controllable by electronics and there is virtually no 
limitation in pipe sizes. Water flowing in pipes 

with a diameter of 40 inches has been treated 
successfully. As the optimum frequency of the 
alternating magnetic field to treat the water is 
unknown (this depends on many unpredictable 
variables in the water) this product uses a series of 
frequencies sweeping within a certain frequency 
band. This technique is patented in Europe, the 
United States and Canada preventing others of 
unlawfully copying and using the idea. 
 
Scalewatcher is manufactured since 1988 in the 
Netherlands and is used successfully in all kinds 
of industries, municipalities, households, hotels, 
laundries etc….  
Export is realized through dedicated distributors 
in the UK, Sweden, Spain, Greece, Turkey, the 
Balkan Countries, Belgium, Norway and daughter 
companies in the USA and South East Asia. 
 
I still have the feeling Scalewatcher is at the 
beginning of an exponential sales curve leading to 
more and more industries using less harmful 
chemicals and/or salt to solve their scaling 
problems. Or using a hybrid system using physical 
and chemical water treatment for optimum result.  

                                     
Jan P. de Baat Doelman 
President Scalewatcher NL BV 
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Scalewatcher assortment  
 

Manufactured and designed by B & D Ingenieursburo BV 
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Scalewatcher Domestic 

                         

                       
 
Market: 
The Scalewatcher Domestic European range is used in residential houses and consists of three different 
models. The enclosure is made of plastic, with protection rate IP54. (Splash proof) 
            
Model    Appliance   Diameter   
Scalewatcher   1 Star  Apartment  15 mm   
Scalewatcher   2 Star  House   22 mm   
Scalewatcher   3 Star  Villa   32 mm  
For very hard water one should choose the 3 Star even if the pipe size is 15 mm.  
 
Technical specifications. 
Supply voltage     230 V + 20 %, 50/60 Hz  
Current Consumption    < 30 mA 
Overload protection    Short circuit proof transformer 
Application Voltage    6 V amplitude 
Coil cable     One core 1.5 mm2/white 
Maximum Coil Temperature   80 oC 
Capable of driving     2 coils in series 
Output Reading     Bar graph or LED 
Enclosure material: Europe   Polysterol Grey 
Maximum enclosure temperature   +60 oC 
Minimum enclosure temperature   -10 oC 
Protection rate     IP54 
Weight packed     1.3 kG 
Dimension packed (wxhxd   50x86x60 mm3  
Qnty packed in overbox    14 
Size overbox:     510x300x400 mm3 
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Scalewatcher Commercial 
 
 

                  
                       Enclosure type: CM                                                                                     Spring connector 
 
Markets: 
The Scalewatcher Commercial range is special designed for hotels, bars, restaurants, sauna, laundries, 
buildings, bakeries and anywhere where potable water is used. Only to be used inside. 
      
Model   Diameter 
CM3     22 mm  
CM4     54 mm  
CM5   100 mm  
 
Technical specifications 
Supply voltage     230 V + 20 % 50/60 Hz 
Current Consumption    < 100 mA 
Overload protection    Self recoverable multi-fuse 
Application Voltage    6 V amplitude 
Capable of driving    2 coils in series 
Output Reading     Bar graph 
For pipe sizes up to     100 mm 
Enclosure material    ABS/Beige or black 
Coil cable     One core 1.5 mm2/black 
Maximum Coil Temperature   80 oC  
Alarm when out of order    Audible warning signal 
Protection rate     IP54 
Weight packed     2 kG  
Dimension packed    250x150x200  mm3  
Maximum ambient temperature   35 oC 
Minimum ambient temperature   -20 oC 
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Scalewatcher Commercial Weatherproof 
 
 

 
Enclosure type: CMN 

Markets: 
The Scalewatcher Commercial range intended use is for hotels, bars, restaurants, saunas, laundries, 
buildings, bakeries and anywhere where potable water is used. Especially to be used where the environment 
is high in humidity or for outside use. 
           
Model    Diameter    
CMN3       25 mm  
CMN4       54 mm 
CMN5     100 mm 
 
Technical specifications 
Supply voltage     230 V + 20 % 50/60 Hz or 110 V + 10 % 60 Hz, 
Current Consumption    < 100 mA 
Overload protection    Non replaceable multi-fuse 
Application Voltage    6 V amplitude 
Capable of driving    2 coils in series 
Output Reading     Bar graph 
For pipe sizes up to     100 mm 
Enclosure material     Aluminium 
Coil cable     Three core, 0.75 mm2  
Maximum coil temperature   110 °C 
Weight packed     3 kG 
Dimension unpacked     200x200x60 mm3 

Dimension packed    300x300x160 mm3 
Protection rate     IP66 
Internal visible indicators    Bar graph LED visible by opening the cover 
External visible indicators   Green signal LED, Red power LED 
Maximum ambient temperature   40 °C 
Minimum ambient temperature   -20 oC 
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Scalewatcher IE. Weatherproof. 
 
 

 
Enclosure type: IE 

Markets: 
The Scalewatcher small size Industrial range is usable for Industry where mounting space is not available, 
for protecting cooling towers, boilers, heat exchangers, chillers and process water lines etc. If water is 
contaminated choose a higher model. All models have protection IP66 and come in an aluminium enclosure 
with brackets for wall mounting. 

            
Model   Diameter  Model  Diameter 
IE 1   42 mm   IE5  108 mm 
IE 2   54 mm   IE6  133 mm 
IE 3   67 mm   IE7  150 mm 
IE 4   76 mm   IE8  200 mm 
 
Technical specifications 
Supply Voltage     115 V + 10 % or 230 V + 20 % 
Current Consumption    < 2 A 
Overload protection    Internal self-recovering fuse. 
Application Voltage    6 V Amplitude 
Coil cable     Three core, 0.75 mm2  
Maximum Coil Temperature   110 °C 
Capable of driving     2 coils in series 
Remote Alarm Output    Isolated alternating switch, relay operated 
Output reading     Display, reading relative output field strength 
For pipe sizes up to     200 mm 
Enclosure material     Aluminium 
Weight      3 kG 
Dimension unpacked    200x200x60 mm3 

Dimension packed    300x300x160 mm3 
Protection rate     IP66 
Maximum ambient temperature   40 °C  
Minimum ambient temperature   -20 oC 
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Scalewatcher Industrial 1-4 
 

 
Enclosure type:Ind14 

 

    
Markets: 
The Industrial 1-4 range is applicable for relative small pipes in paper factories, steel, oil/offshore, 
plastic, chemical, sewer and shipping Industry for protecting cooling towers, boilers, heat exchangers, 
chillers, process water lines etc. If water is contaminated choose a model higher.  
Model Diameter Model Diameter Model Diameter Model Diameter 
1LM 42 mm  2LM   76 mm 3LM 150 mm 4LM 300 mm 
1SM 54 mm  2SM 100 mm 3SM 200 mm 4SM 350 mm 
1EP 67 mm  2EP 127 mm 3EP 250 mm 4EP 400 mm 
LM: Low Mode, SM: Standard Mode, EP: Extra Power 
 
Technical specifications 
Supply Voltage     115 V + 10 %, 230 V + 20 % automatic adjusted 
Current Consumption    < 2 A 
Overload protection    Internal self-recoverable multi fuse 
Application Voltage    < 7.5 V  
Coil cable     Three core, 0.75 mm2  
Maximum Coil Temperature   110 °C 
Capable of driving     2 coils in series 
Remote Alarm Output    Isolated alternating switch, relay operated 
Output reading     Display reading relative output field strength 
For pipe sizes up to    400 mm 
External visible indicators   Optional Warning Beacon 
Enclosure made of    ABS 
Protection rate     IP54 
Weight packed     4.5 kG 
Dimension unpacked (wxhxd)   424 x 144 x 163 mm3 

Dimension packed    420x335x255 mm3 
Maximum ambient temperature   40 °C 
Minimum ambient temperature   -20 oC 
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Scalewatcher Industrial 5-6  
 

       
                                 Enclosure 19” 
Markets: 
The Industrial 5-6 range is to be used for heavy Industry i.e. paper factories, steel-, oil/offshore-, plastic-, 
chemical-, and sewer Industry and for protecting cooling towers, boilers, heat exchangers, chillers, process 
water lines etc. The range is used for the larger pipe sizes. If water is contaminated choose a model higher). 
The unit fits in a 19” rack. IP54 protected. Optional IP55 protection 
     
Model Diameter  Model Diameter  
5LM 450 mm   6LM 660 mm 
5SM 500 mm   6SM 860 mm 
5EP 600 mm   6EP   1000 mm 
LM: Low Mode, SM: Standard Mode, EP: Extra Power 
 
Technical specifications 
Supply Voltage     115 V + 10 %, 230 V + 20 %, automatic adjusted 
Current Consumption    < 2 A 
Overload protection    External replaceable fuse 
Application Voltage    10 V amplitude 
Coil cable     Three core, 2.5 mm2 
Maximum Coil Temperature   110 °C 
Capable of driving     2 coils in series 
Remote Alarm Output    Isolated alternating switch, relay operated 
Output reading     Display reading relative output field strength 
For pipe sizes up to     40” 
External visible indicators   Optional Warning Beacon 
Protection rate     IP54 
Weight packed     45 kG 
Dimension unpacked     
Dimension packed    640x250x360 mm3 

Maximum ambient temperature   40 °C    
Minimum ambient temperature   -20 oC 
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Scalewatcher Marine 
 
 

 
 

 
Enclosure type: IE 

 
Markets: 
Merchant marine, Navy, cruisers, fishing boats. 
Units are installed on diesel cooling, desalination, boilers and water systems. 
The units are built in a waterproof aluminum enclosure and are fitted with a 7-segment display for relative 
output strength measurement. Protection rate IP66. The units are supplied with four shock absorbers. 
           
Model   Diameter  
MRN 6   42 mm 
MRN 7   67 mm 
MRN 8   76 mm 
 
Models for larger pipe sizes are available. 
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Enclosure type: DSN 

 
Markets 
Used for private, municipal and commercial swimming pools. Protection rate is IP66. 
Depending on hardness of water a reduction in Chlorine use of 35 % can be achieved. Sand filter will last 
longer. (No tendency to become brackish.) 
          
Inside use    Outside use 
Model  Diameter  Model  Diameter 
 
OL1  42 mm `  OLN1  42 
OL2  375 mm  OLN2  75 
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Enclosure type: DSN 

 
Markets 
Used for private, municipal and commercial swimming pools. Protection rate is IP66. 
Depending on hardness of water a reduction in Chlorine use of 35 % can be achieved. Sand filter will last 
longer. (No tendency to become brackish.) 
          
Outside use     
Model  Diameter  Diameter 
 
OLN 3  200 mm `  8” 
OLN 4  400 mm  16” 
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Scalewatcher Poultrykare. 
 
 

 
Enclosure type: CM/Beige 

 

               
Markets: 
Scalewatcher Poultrykare. Used for commercial owned poultry farms, to protect the air-conditioning 
systems (cooling pads) against scale and to keep the drinking nipples open. 
             
Model   Diameter     
Poultrykare  54 mm        
 
Technical specifictions 
Supply voltage     230 V + 20 % 50/60 Hz or110 V + 10 % 60 Hz 
Current Consumption    < 100 mA 
Overload protection    Non replaceable multi-fuse 
Application Voltage    6 V amplitude 
Coil cable     One core 1.5 mm2/white 
Maximum Coil Temperature   80 oC 
Capable of driving    2 coils in series 
Output Reading     Bar graph 
Alarm when out of order    Audible warning signal 
Enclosure material    ABS/beige 
Protection     IP54 
Weight unpacked    1.5 kG  
Dimension unpacked    160x100x63 mm3 

Dimension packed    250x150x200  mm3 
Maximum ambient temperature   40 oC 
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Scalewatcher Plastic enclosure for corrosive 
environments. 

 

 
Enclosure type: HIPE 

 
Optional for acidic and corrosive environments for Industrial models 1-3 
 
 
Technical specifications 
Enclosure     ABS with large window 
Protection rate     IP66 
Weight      10 kG 
Dimensions unpacked     431x327x199 mm3 

For pipe sizes up to     250 m 
External visible indicators   Optional Warning Beacon 
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Scalewatcher Stainless steel enclosure 
 
 

 
Enclosure type: HIME 

 

  
 
Optional for all industrial models where the demand for weatherproof and special protection 
is a must. Model: HIME (Heavy Industrial Metal Enclosure). 
 
Enclosure     High-grade stainless steel 
Protection rate     IP66 
Weight      13 kG 
Dimensions unpacked    368x381x215 mm3    
Dimension packed    500x310x410 mm3 
For pipe sizes up to     1000 mm 
External visible indicators   Optional Warning Beacon 
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Scalewatcher enclosure used for hazardous 
gaseous areas. 

 

 
 

 
Enclosure type: Exx 

 
This model is optional for all Industrial units.  
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Scalewatcher equipped with remote alarm, 
flashlight and siren. 

 

 
Optional for all Industrial units. 

 
 

Optional Warning Beacon 
Some installations require a warning beacon. In cases where there is too much noise and the unit is hardly visible by 
normal inspection. The warning beacon has the following features, 
 
1. Protection rate is IP54 
2. All round visibility 
3. Temperature range from - 20 °C up to +55 °C 
4. Wall mounting base available 
 
The end-user determines whether an independent powered warning beacon has preference. If so a separate mains 
outlet should be available. The Scalewatcher unit will trigger the warning beacon through the remote alarm socket, 
when defective. 
Distance between Scalewatcher unit and Remote Alarm Unit is not critical. 
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Scalewatcher Industrial cable installation 
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Properties of Industrial signal cable. 
 
 

Tensile strength before aging 9.0 N/nm2 
Elongation at break before ageing 500 % 
Thermal ageing method 10 days 150 °C 
Deviation of tensile strength after ageing 450 % 
Limited Oxygen Index 18 
Temperature class 110 °C 
Short circuit temperature 200 °C 
Relative permittivity; Epsilon 3.7 after 1 h water 20 °C 

4.3 after 24 h water 20 °C 
4.3c after 1 h water 70 °C 

Loss factor: Tan. Delta 165x10-4 after 1 h water 20 °C 
280x10-4 after 24 h water 20 °C 
155x10-4 after 1 h water 70 °C 

Volume resistivity  3.5x1015 Ohm.cm after 1h water 20 °C 
3.3x1015 Ohm.cm after 24 h water 20 °C 
1.3x1013 Ohm.cm after 1 h 70 °C 

Halogen contents 0 
Specific density (g/cm3) 1.26 
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IP and NEMA protection classification 
 
 
 
IP standard according to IEC 144/855420  NEMA equivalent 
 
The first digit stands for impact sensitivity 
The second digit stands for water sensitivity 
 
IP 54 protects against dust and splash water NEMA2 Indoor use. Protection against limited amounts 

of falling water and dirt. 
 
IP 55 protects against dust and jet spray  NEMA3R. Outdoor use. Protection against windblown 

dust, falling rain and sleet. 
 
IP 66 full dustproof and flush waterproof NEMA4. Oudoor use. Protection against windblown dust 

and rain, splashing water and hose directed water. 
 

NEMA4X. Oudoor use. Protection against corrosion, 
windblown dust and rain, splashing water, and hose-
directed water 

 
IP 67 full dustproof and protects against flooding. NEMA6. Outdoor use. Protection against occasional 

submersion.. 
 
 
 
First digit: 
5 means complete protection from dust deposits 
6 means complete protection against entry of dust. 
 
Second digit: 
4 means projected water from all directions 
5 means jets of water 
6 means heavy streaming water 
7 means short term immersion 
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Customer Questionnaire 
 
Please answer the following questions in order to come to the right installation. 
 

1. Company Name   ___________________________ 
 
2. Kind of Business  ___________________________ 

 
3. Contact person  ____________________________ 

 
4. Phone  ________________Fax _______________Email_______________________ 

 
5. Pipe diameter   __________mm (OD) 

 
6. Pipe Material   __________________________  

 
7. Kind of liquid    __________________________  

 
8. One pass � or multi pass � system? (Multi pass: Where water is circulated. ) 
9. Open � or closed � system? (Open system: Evaporative cooling tower, swimming pool. Closed system: Central heating) 

 
10. Temperature liquid    _______º C 

 
11. TDS (PPM)   __________ 

 
12. Kind of scale ____________________________________________(Carbonate, Sulfate, etc…) 
13. Scale deposits are rock hard � or   soft � 

 
14. Max. Ambient temperature  _______ º C 

  
15. Min. ambient temperature  _______º C 

 
16. To be installed � Inside or � Outside   

 
17. Equipment to be protected    _________________________ 
18. Present treatment � None � Softener � Chemicals 

 
19. How often shutdown for cleaning    _________________________ 
20. Hazardous area � Yes   or � No  

 
21. Give a simple diagram of the water system with direction of flow and the problem areas. (Use a separate sheet 

of paper) 
 

Please return this form by fax to Scalewatcher NL BV 
Fax # +31172438443 

Or visit us at our Website. Click on your Region and submit the questionnaire for advice or for a quote on 
line. Our Website: www.scalewatcher.com 

For technical questions: support@scalewatcher.com 
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Scalewatcher™ installations in Europe 
 
 

Parenco The Netherlands Deining, heaters, boilers 
Sappi The Netherlands Process water 
Royal Dutch Navy The Netherlands Boiler, Heat exchanger 
DSM Performance Polymers The Netherlands Chemical Plant Heat exchanger 
DSM Research The Netherlands Chemical Plant Cooling tower 
Dutch Steel Hoogovens The Netherlands Steel Cooling 
Dyped The Netherlands Hospital Cleaning Endoscopies 
MCA Haemodialyse The Netherlands Hospital Boilers 
Albert Hein Food Stores The Netherlands Bakery Section (110 installations) 
Tonnema Candy Factory The Netherlands Boiler, Process water 
Oerlemans Plastic plant The Netherlands Cooling  
Organon Teknika BV The Netherlands AKZO Nobel Chemical Plant cleaning  water 
AMT Moerdijk The Netherlands Oil cleaning Fire tube Boiler 
Mc Donnal’s The Netherlands Food kitchen 
Hoechst The Netherlands Chemical Plant  
Papier und Karton fabriek Varel Germany Bio water   
Papier und Karton fabriek Varel Germany Starch line 
Papier und Karton fabriek Varel Germany Spray heats 
Hanover Papier  Germany Humidifiers 
Hanover Papier     Germany  Cooling 
Halkor S.A. Greece Water Heater Copper Foundry 
Plastona S.A. Greece Water Chillers plastic plant 
Plastona S.A. Greece Moulding press plastic plant  
A.G. Ptzetakis Greece Cooling PVC plant 
Boukos Maritime Greece Seawater cooled diesel engine 
Hellenic Steel Greece Seawater cooling ciruit 
Epalme S.A. Greece Cooling tower Aluminum Foundry 
Profil Aluminium S.A. Greece Oil Coolers on Aluminium Extruders 
Bioser S.A. Greece Condensers Serum Production Plant 
Bioser S.A. Greece Cooling Serum Production Plant 
Bioser S.A. Greece Autoclave sterilize hot water    
  circulation 
Tayiets Cold Greece Water cooled refrigerator 
Colombia Shipmanagement Cyprus Steam boiler oil tanker 
Kvaerner Masa Yards Finland Cooling diesel engine 
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Scalewatcher™  installations in the United Kingdom 
 
 
Bollom Ltd                                                            British Railways 
C&A       Chatham Paper Mill 
Department of Environment PSA   Distillers MG 
Eastern Electricity     Good Year Tyres 
H J Heinz Co Ltd     Highland Distilleries Co 
Inc. Coope Retail Ltd     John Lewis 
McCain Foods      National Power 
Nestle Ltd     Novotel Hotel 
RAF Mildenhall     RAF Wattisham 
Sara Lee     Smithkline Beecham 
Southern Electric plc    St Ivel Foods Ltd 
St Pauls Cathedral    The Boots Co plc 
The Brewery Research Foundation  The National Trust 
University of Oxford    Medway Health Authority 
The Royal Cambridge Hotel   DWR Cymru Welsh Water 
British Channel island Ferries   London Borough of Havering 
British Railways Board    Rowntree Mackintosh ConfectioneryUniversity of Cambridge 
Advance Terxtile Products   ICI Agrochemicals 
British Broadcasting Corp   Spillers Foods Ltd 
Britannia Airways    Hull University 
BAA Gatwick Airport    Raychem 
Kings College Hospital    London Hospital 
The Post Office     Camberwell Health Authority 
Queen Mary's Hospital    Sunderland Civic Centre 
South London Transport Ltd   Britvic Soft Drinks Ltd 
Courtaulds Fibres    Heathrow Airport 
Hammersmith Hospital    Schlumberger Industries 
RAF Leerming     Chichester College of Technology 
St George's Hospital 
Cannon Rubber     British Gas South Eastern 
Ricoh (UK) Products Ltd   Barclays Bank plc 
City of Portsmouth Council   Everest Frozen Foods 
Medical Research Council   Norwich Health Authority 
Nuclear Electric               British Steel 
 
Note: The above lists are not complete. 
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This warranty applies to all hard water 
treatment Products manufactured by 
 B & D Ingenieursburo BV (B & D) 

 
B & D warrants against any defect in materials or workmanship during a period of three years 
following the date of purchase. In the unlikely event the product becomes out of order and is 
returned within the three-year period, B & D will repair the unit or replace it at no charge. 
A return authorization number (RMA#), and a copy of the original invoice, must accompany all 
returned products. Products which are returned without an RMA# or invoice may not be accepted 
for repair or replacement. Also returned units without original label showing serial number and date 
of manufacturing may not be accepted. Defective products returned for repair may be shipped by 
ground on account of B & D 
This warranty does not cover defects or malfunctions resulting from outside of B & D’s control 
including but not limited to, accidents, damage while in transit to our repair location, alterations, 
unauthorized repair, failure to follow installation instructions, misuse (including broken signal cable), 
fire or flood. Nor do we warrant your Scalewatcher product to be compatible with any other system. 
This warranty does not cover any other electrical or fluid appliance or device that may be in use. B & 
D accepts no liability for the malfunction of any such device that may be in use other than the 
Scalewatcher product sold to the user or distributor. 
 
As the Scalewatcher treatment of the liquid does not affect the composition of the fluid, B & D is 
not liable for fluid quality. 
 
B & D is not liable for loss of profit, damage to equipment or other losses as a result of a 
malfunctioning of the Scalewatcher Product. 
 
The ability of the Scalewatcher Product to protect appliances, equipment, fluid carrying pipelines, 
and other devices against the build up of scale deposits is dependent on the contents of the fluid, 
which may vary from one day to the next. Therefore B & D cannot be held liable in case the 
performance of the Scalewatcher products degrades.  
 
This warranty is the only warranty B & D offers on the Scalewatcher Product and it sets 
forth all our responsibilities. There are no other expressed warranties for the Scalewatcher 
Product Line. By using the Product purchaser accepts these warranties. 

 

 
 
 
 

23 

 
 



 
24 

 
 


	ModelApplianceDiameter
	Scalewatcher( 1 Star Apartment15 mm

	ModelDiameter
	CM3  22 mm

	Model Diameter
	CMN3    25 mm
	CMN4    54 mm
	CMN5  100 mm

	ModelDiameterModelDiameter
	IE 142 mmIE5108 mm
	IE 254 mmIE6133 mm
	IE 367 mmIE7150 mm
	IE 476 mmIE8200 mm

	ModelDiameterModelDiameterModelDiameterModelDiameter
	1LM42 mm2LM  76 mm3LM150 mm4LM300 mm
	1SM54 mm2SM100 mm3SM200 mm4SM350 mm
	1EP67 mm2EP127 mm3EP250 mm4EP400 mm

	ModelDiameterModelDiameter
	5LM450 mm6LM660 mm
	5SM500 mm6SM860 mm
	5EP600 mm6EP   1000 mm
	
	Markets:


	ModelDiameter
	MRN 642 mm
	MRN 767 mm
	MRN 876 mm

	Depending on hardness of water a reduction in Chlorine use of 35 % can be achieved. Sand filter will last longer. (No tendency to become brackish.)
	Inside useOutside use
	ModelDiameterModelDiameter
	OL142 mm `OLN142

	Depending on hardness of water a reduction in Chlorine use of 35 % can be achieved. Sand filter will last longer. (No tendency to become brackish.)
	Outside use
	ModelDiameterDiameter
	OLN 3200 mm `8”

	ModelDiameter
	Poultrykare54 mm
	
	
	Volume resistivity
	Halogen contents


	Company Name   ___________________________
	Kind of Business  ___________________________
	Contact person  ____________________________
	Phone  ________________Fax _______________Email_______________________
	Pipe diameter   __________mm (OD)

	ParencoThe NetherlandsDeining, heaters, boilers
	Hanover Papier GermanyCooling

